
KPV-53
Optical Pwer Meter & Visual Light Source

Wavelengths
850~1625nm 0.2dB

Universal Adaptor
 FC/SC/ST

Anti-drop
2m

built-in VLS
10mW

dB

REF

nm

AUTO-OFF
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PARAMETER FOR OPM UNIT TYPICAL NOTE

Calibration wavelength nm

Type

Calibration accuracy dBDetector

Power range dBm

Display nuit

Optical adaptor type

Dimension mm

Data storage

Data transmission

Min

PARAMETER FOR VFL UNIT

Central Wavelength nm

Fiber compatibility

Output power mW

Detection Distance Km

Optical adaptor type

PARAMETER FOR ELECTRIC UNIT

Power V
Battery

life hrs

Display

Operating temperature

Storage temperature

Relative Humidity

850/1300/1310/1490/1550/1625

InGaAs

±0.02 @-3dBm

850/1300/1310/1490/1550/1625: +10~-70dBm

dB, dBm, uW

2.5mm universal +SC,FC

88.5(W)X57(H)X19.5(D)

None

None

5

TYPICAL NOTE

650 Class 3b laser

10

10up

For SC,FC,ST

TYPICAL NOTE

Typical in
continuous mode50(Typ.)

LCD with back lights

20~75

-40~85

Note


